
 



●  #500SP Oilless Solid Lubricants Bearings 
 
It is a self-lubricating bearing for heavy load applications. It consists of a high strength brass alloy base, prepared through an 

advanced casting technique in which for self-lubricating feature a proprietary solid lubricant buried therein. 

 

●  Features 
 

1.Exhibits incomparable performance under a high load, low speed operation. Usable without lubrication; 

2. Excellent wear resistance in such places where an oil film is difficult to be formed due to reciprocating,  

   oscillating motions and frequently intermittent operations; 

3. Remarkable resistance to corrosion and resistance to chemical attack; 

4. Available in various dimensions standard products. 

 

●  Available Types 
 

PRODUCT DESCRIPTION 
#500SP OILLESS BUSHING 

Page 
CLI CODE OILES CODE 

 

Oilless cylindrical bushing JDB SPB 
5/24 

6/24 

 

Oilless flange bushing JFB SPF 7/24 

 

Thrust and Journal bushing JDBB/JNA SPFG 9/24 

 

Thrust washer JTW SPW 8/24 
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PRODUCT DESCRIPTION 
#500SP OILLESS BUSHING 

Page 
CLI CODE OILES CODE 

 

Flange guide bushing JGBF SGF 
10/24 

11/24 

 

Guide Bushing JGB SGB 
12/24 

13/24 

 

Guide Bushing JEGB --- 14/24 

 

Oilless Flanged Bushing JNA --- 15/24 

 

Ware plate JTWP,JESW SWP 16/24 

 

Oilless Wear Plate JESW --- 18/24 

 

Cam Stroke Plate JSPW --- 

 

 
18/24 
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PRODUCT DESCRIPTION 
#500SP OILLESS BUSHING 

Page 
CLI CODE OILES CODE 

 

Oilless Flanged Bushing HGB250 --- 24/24 

 

L type plate JSL SLP 19/24 

 

Slide Core Guide Rail JGL,JGLX SLC 20/24 

 

Slide block / Oilles guide rail JSB,JOVL SLI 21/24 

 

Cam Bottom Guide Plate JCBS --- 22/24 

 

Cam Bottom Guide Plate JCBSP --- 22/24 

 

Spherical Plain Bearing JDBS --- 23/24 
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●  Materials 
Material Code JDB1 JDB2 JDB3 JDB4 JDB5 HGB250 

Data / Description Strong cast bronze Copper alloy Copper alloy Copper alloy Special strong cast bronze Cast Iron 

Cu% 65 65 85 80 88   

Sn%     5   12   

Pb%     5       

Zn% 25 25 5       

Ni%       5     

Al% 6 6   10     

Fe%       5     

Mn% 4 4         

Density  g/cm³ 8 8 8.8 8.3 8.8 7.3 

Hardness HB  > 210 > 180 > 70 > 150 > 80 > 160 

Tensile strength   N/mm² > 750 > 550 > 200 > 500  > 360  > 250  

Elongation% > 12  > 12  15 10 > 8    

Coefficient of linear 
1.9*10-5/°C 1.9*10-5/°C 1.8*10-5/°C 1.6*10-5/°C 1.8*10-5/°C 1.0*10-5/°C 

expansion  

Limit Temp.  °C  300 300 400 400 400 400 

Max. Load   N/mm² 100 80 60 50 70 10 

Max. Speed   m/min 15 15 10 20 10 15 

Max. PV  N/mm²*m/min 200 200 200 200 200 40 

400N/mm² < 0.01 < 0.01  < 0.05  < 0.04  < 0.05  < 0.015  

 

●  Material Code in Different Standards 
Chinese Code International Code  

Applications 
CB1776-87 

International Japan Code USA Code Germany  

ISO1338 JIS ASTM(UNS) DIN  

CuZn25Al6FeMn3 CuZn25Al6FeMn3 
H5102 B30-92 DIN1709 High-load、low-speed、

general use  CAC304 C86300 G-CuZn25A2.0598 

CuZn25Al6FeMn3 CuZn25Al6FeMn3 
H3102 B30-92 DIN1709 Super high load、

low-speed、high duty  CAC304 C86300 G-CuZn25A2.0598 

CuAl10Fe3 CuAl10Fe3 

H5114 B30-92 DIN1714 Medium load、

medium-speed、general 

use  
CAC703 95800 GB-CuAl10Nl/2.1096 

CuSn5b5Zn5 QSn5-5-5 
H5111 B30-92 DIN1705 Medium load、

medium-speed CAC406 C83600 G-Cu5n5ZnPb/2.1096 

DB5675-85 

 
Fe250 

ASTM 

 
Low-load、low-speed 

HT250 ciass40 

 

● Lubricant 
Lubricant  Features  Typical application  

SL1  Graphite + add 
Excellent resistance against chemical 

attacksandIowfriction.Templimit400℃ 
Suite for general machines and under atmosphere 

SL4  PTFE + MOS2 + CF 
Lower in friction and good for water 

lubrication,Temp.limit300℃ 
Ship, hydraulic turbine, gas turbine etc. 
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JDB-SPB Oilless Bushing 

Standard Parts Available                                                                                      All dimensions in mm 

d D IDF7 ODm6 

          
L 

-0.1               

          -0.3               

8 10 12 15 16 20 25 30 35 40 50 60 70 80 

8 12 8 0.028 

0.013 

12 

0.018 

0.007 

81208 81210 81212 81215                     

10 14 10 14 101408 101410 101412 101415   101420                 

12 18 12 

0.034 

0.016 

18   121810 121812 121815 121816 121820 121825 121830             

13 19 13 19 

0.021 

0.008 

  131910   131915 131916                   

14 20 14 20   142010 142012 142015   142020 142025 142030             

15 21 15 21   152110 152112 152115 152116 152120 152125 152130             

16 22 16 22   162210 162212 162215 162216 162220 162225 162230 162235 162240         

18 24 18 24     182412 182415 182416 182420 182425 182430 182435 182440         

20 28 20 

0.041 

0.02 

28   202810 202812 202815 202816 202820 202825 202830 202835 202840 202850       

22 32 22 32 0.025     223212 223215   223220 223225               

25 33 25 33 0.009     253312 253315 253316 253320 253325 253330 253335 253340 253350 253360     

30 38 30 38       303812 303815   303820 303825 303830 303835 303840 303850 303860     

35 45 35 

0.05 

0.025 

45             354520 354525 354530 354535 354540 354550 354560     

40 50 40 50             405020 405025 405030 405035 405040 405050 405060 405070 405080

45 55 45 55 0.03               455530 455535 455540 455550 455560     

50 60 50 60 0.011               506030 506035 506040 506050 506060 506070 506080
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JDB-SPB Oilless Bushing 

Standard Parts Available                                                                                      All dimensions in mm 

d D IDF7 ODm6 
  

       
L 

-0.1           

       -0.3           

30 35 40 50 60 70 80 100 120 130 140 150 

55 62 50 0.05 62 

0.03 

0.011 

506230 506235 506240 506250 506260 506270             

50 65 50 0.025 65 506530   506540 506550 506560 506570 506580 5065100         

55 70 55   70     557040 557050 557060 557070             

60 74 60   74 607430 607435 607440 607450 607460 607470 607480           

60 75 60   75 607530 607535 607540 607550 607560 607570 607580 6075100         

63 75 63   75         637560 637570 637580           

65 80 65 0.06 80       658050 658060 658070 658080           

70 85 70 0.03 85 

0.035 

0.013 

  708535 708540 708550 708560 708570 708580 8096100         

70 85 70   90       709050 709060 709070 709080           

75 90 75   90         759060 759070 759080 7590100         

75 95 75   95         759560 759570 759580 7595100         

80 96 80   96     809640 809650 809660 809670 809680 8096100 8096120       

80 100 80   100     8010040 8010050 8010060 8010070 8010080 80100100 80100120   80100140   

90 110 90   110 9011030     9011050 9011060 9011070 9011080 90110100 90110120       

100 120 100 0.071 120         10012060 10012070 10012080 100120100 100120120   100120140   

110 130 110 0.036 130 

0.04 

0.015 

            11013080 110130100 110130120       

120 140 120   140             12014080 120140100 120140120   120140140   

125 145 125 

0.083 

0.043  

145               125145100 125145120       

130 150 130 150               130150100   130150130     

140 160 140 160               140160100     140160140   

150 170 150 170               150170100       150170150 

160 180 160 180               160180100       160180150 
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JFB-SPF Oilless Flange Bushing 

Standard Parts Available                                                                                    All dimensions in mm

d D IDE7 ODr6 F 

L1       
L 

-0.1           

-0.1       -0.3           

15 20 25 30 35 40 50 60 80 100 

10 14 10 
0.04 

0.025 
14 +0.034 

+0.023 

22 2 1015 1020                 

12 18 12 

0.05 

0.028 

18 25 

3 

1215 1220                 
13 19 13 19 

+0.041 

+0.028 

26 1315 1320                 
14 20 14 20 27 1415 1420                 
15 21 15 21 28 1515 1520 1525 1530             
16 22 16 22 29 1615 1620 1625 1630             
20 30 20 

0.061 

0.04 

30 40 

5 

2015 2020 2025 2030   2040         
25 35 25 35 

0.05 

0.034 

45 2515 2520 2525 2530   2540         
30 40 30 40 

50 
  3020 3025 3030 3035 3040 3050       

31.5 40 31.5 

0.075 

0.05 

40   3120     3135           
35 45 35 45 60   3520   3530   3540 3550       
40 50 40 50 65   4020   4030   4040 4050       
45 55 45 55 

0.06 

0.041 

70       4530   4540 4550 4560     
50 60 50 60 75       5030   5040 5050 5060     
55 65 55 

0.09 

0.06 

65 80           5540   5560     
60 75 60 75 0.062 90 

7.5

          6040 6050   6080   
63 75 63 75 0.043 85                 6367   
70 85 70 85 0.073 105             7050   7080   
75 90 75 90 

0.051 
110               7560     

80 100 80 100 120 

10

              8060 8080 80100

90 110 90 

0.107 

0.072 

110 0.076 130               9060 9080   
100 120 100 120 0.054 150                 10080 100100

120 140 120 140 
0.088 

170                 12080 120100
0.063 
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JTW-SPW Oilless Thrust Washer 

Standard Parts Available                                                                                 All dimensions in mm 

Standard No d D T
0 Bolt 

-0.1 D1 Q'ty size d1 

JTW-10 10.2 40 

3 

.... ..... .... .... 

JTW-12 12.2 

40 28 

2 M3 3.5 

JTW-13 13.2 

JTW-14 14.2 

JTW-15 15.2 

50 

35 
JTW-16 

16.2 
JTW-16N .... .... .... .... 

JTW-18 18.2 
35 2 

M3 3.5 

JTW-20 
20.2 

5 

M5 6 

JTW-20N .... .... .... .... 

JTW-25 
25.2 55 

40 2 M5 6 

JTW-25N .... .... .... .... 

JTW-30 30.2 60 45 

2 

M5 6 
JTW-35 35.2 70 50 

JTW-40 40.2 80 
7 

60 

M6 7 
JTW-45 45.3 90 67.5 

JTW-50 50.3 100 

8 

75 

4 

JTW-55 55.3 110 85 

JTW-60 60.3 120 90 

M8 9 

JTW-65 65.3 125 95 

JTW-70 70.3 130 

10 

100 

JTW-75 75.3 140 110 

JTW-80 80.3 150 120 

JTW-90 90.5 170 140 

M10 11 JTW-100 100.5 190 160 

JTW-120 120.5 200 175 
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JDBB-SPFG Thrust and Journal Bushing 

Standard Parts Available                                                                                      All dimensions in mm 
Standard No Φd  E7  ΦD  r6  ΦA L1 L 

JDBB-12*15 12 0.05 

0.032 

18 
0.034 

25 11 15 
0.023 

JDBB-16*20 16 22 0.041 30 15 20 

JDBB-20*25 20 0.061 

0.04 

28 0.028 36 20 25 

JDBB-25*30 25 33 0.05 43 25 30 

JDBB-30*35 30 

0.075 

0.05 

38 
0.034 

48 30 35 

JDBB-40*45 40 50 60 40 45 

JDBB-50*55 50 62 
0.06 

75 49 55 
0.041 

JDBB-60*65 60 
0.09 

0.06 
75 

0.062 
90 58 65 

0.043 
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JGBF-SGF Flange Guide Bushing 

 
Standard Parts Available                                                                                      All dimensions in mm 

Standard No.  d G6  D m6  F  T  L  L1 

JGBF-12 19 

12 

0.017 

0.006  

18 
0.018 

0.007 

25 

4 

19 19 

JGBF-12 24 24 24 

JGBF-12 29  29 29 

JGBF-12 34  34 34 

JGBF-13 19 

13 20 

0.021 

0.008 

5 

19 19 

JGBF-13 24 24 24 

JGBF-13 29  29 

25 JGBF-13 34  34 

JGBF-13 39 39 

JGBF-16 19 

JGBF-16 24 

JGBF-16 29 

JGBF-16 34 

JGBF-16 39 

JGBF-16 49  

16 25 30 6 

19 19 

24 24 

29 29 

34 

30 39 

49 

JGBF-20 19 

JGBF-20 24 

JGBF-20 29 

JGBF-20 34 

JGBF-20 39 

JGBF-20 49 

JGBF-20 59  

20 
0.020 

0.007  
30 35 8 

19 19 

24 24 

29 29 

34 34 

39 39 

49 
40 

59 

JGBF-25 24 

JGBF-25 29 

JGBF-25 34 

JGBF-25 39 

JGBF-25 49 

JGBF-25 59 

25 
0.020 

0.007  
35 

0.025 

0.009 
40 8 

24 24 

29 29 

34 34 

39 39 

49 49 

59 50   10/24 



JGBF-25 69  69 

JGBF-30 29 

JGBF-30 34 

JGBF-30 39 

JGBF-30 49 

JGBF-30 59 

JGBF-30 69 

JGBF-30 79  

30 42 47 10 

29 29 

34 34 

39 39 

49 49 

59 59 

69 
60 

79 

JGBF-35 39 

JGBF-35 49 

JGBF-35 59 

JGBF-35 69 

JGBF-35 79 

JGBF-35 89 

JGBF-35 99  

35 

0.025 

0.009  

48 
0.025 

0.009 
54 10 

39 39 

49 49 

59 59 

69 69 

79 

70 89 

99 

JGBF-40 39 

JGBF-40 49 

JGBF-40 59 

JGBF-40 69 

JGBF-40 79 

JGBF-40 89 

JGBF-40 99 

JGBF-40 109  

40 55 

0.030 

0.011 

61 10 

39 39 

49 49 

59 59 

69 69 

79 79 

89 

80 99 

109 

JGBF-50 49 

JGBF-50 59 

JGBF-50 69 

JGBF-50 79 

JGBF-50 89 

JGBF-50 99 

JGBF-50 109 

JGBF-50 119  

50 70 76 12 

49 49 

59 59 

69 69 

79 79 

89 89 

99 

90 109 

119 

JGBF-60 99 

JGBF-60 109 

JGBF-60 119 

JGBF-60 129 

JGBF-60 149  

60 

0.029 

0.010  

80 86 15 

99 99 

109 109 

119 

110 129 

149 

JGBF-70 99 

JGBF-70 109 

JGBF-70 119 

JGBF-70 129 

JGBF-70 149  

70 90 

0.035 

0.013 

96 15 

99 99 

109 109 

119 119 

129 
120 

149 

JGBF-80 99 

JGBF-80 109 

JGBF-80 119 

JGBF-80 129 

JGBF-80 149  

80 100 108 15 

99 99 

109 109 

119 119 

129 
120 

149 
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JGB-SGB Guide Bushing 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No.  d G6  D m6  L  L1  M  

JGB-12 9 

JGB-12 14 

JGB-12 19 

JGB-12 24  

12 

0017   

0.016 

18 
0.018   

0.007 

9 9 _  

14 14 

4 

19 19 

24 24 

JGB-13 14 

JGB-13 19 

JGB-13 24 

JGB-13 29 

JGB-13 34  

13 20 

0.021    

0.009 

14 14 

19 19 

24 24 

6 29 29 

34 30 

JGB-16 14 

JGB-16 19 

JGB-16 24 

JGB-16 29 

JGB-16 34 

JGB-16 39  

16 25 

14 14 
4 

19 19 

24 24 

6 
29 29 

34 34 

39 35 

JGB-20 14 

JGB-20 19 

JGB-20 24 

JGB-20 29 

JGB-20 34 

JGB-20 39 

JGB-20 49 

JGB-25 24 

JGB-25 29 

JGB-25 34 

JGB-25 39 

JGB-25 49 

JGB-25 59  

20 

0.020   

0.017 

30 

14 14 
4 

19 19 

24 24  

 

 

 

 

6 
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29 29 

34 34 

39 39 

49 40 

25 35 
0.025   

0.009 

29 29 

34 34 

39 39 

49 49 

59 50 



 

 

JGB-30 29 

JGB-30 34 

JGB-30 39 

JGB-30 49 

JGB-30 59 

JGB-30 69 

JGB-30 79  

30 42 

29 29 

8 

34 34 

39 39 

49 49 

59 59 

69 
60 

79 

JGB-35 29 

JGB-35 34 

JGB-35 39 

JGB-35 49 

JGB-35 59 

JGB-35 69 

JGB-35 79  

35 

  

48 

29 29 

8 

0.025   

0.009 

34 34 

39 39 

49 49 

59 59 

69 69 

79 70 

JGB-40 39 

JGB-40 49 

JGB-40 59 

JGB-40 69 

JGB-40 79 

JGB-40 89  

40 55 

0.082 

39 39 

10 

49 49 

59 59 

69 69 

79 79 

89 80 

JGB-50 49 

JGB-50 59 

JGB-50 69 

JGB-50 79 

JGB-50 89 

JGB-50 99 

JGB-60 59 

JGB-60 69 

JGB-60 79 

JGB-60 89 

JGB-60 99 

JGB-60 109  

50 70 

49 49 

10 

59 59 

69 69 

79 79 

89 89 

99 90 

60 

0.029    

0.010 

80 

69 69 

79 79 

89 89 

99 

90 
109 

JGB-70 69 

JGB-70 79 

JGB-70 89 

JGB-70 99 

JGB-70 109 

JGB-70 119  

70 90 

0.029   

0.010 

69 69 

10 

79 79 

89 89 

99 99 

109 
100 

119 

JGB-80 69 

JGB-80 79 

JGB-80 89 

JGB-80 99 

JGB-80 109 

JGB-80 119  

80 100 

69 69 

10 

79 79 

89 89 

99 99 

109 
100 

119 
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JEGB Guide Bushing 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No.  d  G6  D  h6  F  L  L1 L2 L3 

JEGB-10 24  
10 

+0.014 

+0.005 
16 

  

21 

24 10 

10 

 

 

 

 

 

 

 

 

 

 

 

 

 

4 
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JEGB-10 28  0 28 14 

JEGB-12 26  
12 

  
18 

-0.011 26 12 

JEGB-12 28      28 14 

JEGB-13 26  

13 

  

22 

  
25 

26 12 

JEGB-13 28      28 14 

JEGB-13 33  +0.017   33 19 

JEGB-13 38  

16 

+0.006   

30 

38 24 

JEGB-16 26    

25 

  26 12 

JEGB-16 28    0 28 14 

JEGB-16 33    -0.013 33 19 

JEGB-16 38      38 24 

JEGB-20 26  

20 

  

30 

  

35 

26 12 

JEGB-20 28      28 14 

JEGB-20 33      33 19 

JEGB-20 38      38 24 

JEGB-25 26  

25 

+0.02 

35 

  

40 

26 12 

JEGB-25 28  +0.007   28 14 

JEGB-25 33      33 19 

JEGB-25 38      38 24 

JEGB-30 33  

30 

  
40 

0 

45 

33 14 

15 

JEGB-30 38    -0.016 38 19 

JEGB-30 43      43 24 

JEGB-32 38  

32 

  
42 

  
47 

38 19 

JEGB-32 43      43 24 

JEGB-32 48      48 29 

JEGB-35 38  
35 

  
46 

  
50 

38 19 

JEGB-35 43  +0.025   43 24 



JEGB-35 48  +0.009   48 29 

JEGB-40 48  

40 

  
52 

-0  

0.019 
57 

48 24 

20 JEGB-40 53      53 29 

JEGB-50 48      48 24 

JEGB-50 53  50   62   67 53 29 

 

 

 

 

JNA Guide Bushing 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No Φd  E7  ΦD  r6  ΦA L1 L 

JNA-12*15 12 + 0.05 

+ 0.032 

18 
+ 0.034 

+ 0.023 
25 11 15 

JNA -16*20 16 22 + 0.041 

+ 0.028 

30 15 20 

JNA -20*25 20 + 0.061 

+ 0.04 

28 36 20 25 

JNA -25*30 25 33 
+ 0.05 

+ 0.034 

43 25 30 

JNA -30*35 30 

+ 0.075 

+ 0.05 

38 48 30 35 

JNA -40*45 40 50 60 40 45 

JNA -50*55 50 62 
+ 0.06 

+ 0.041 
75 49 55 

JNA -60*65 60 
+ 0.09 

+ 0.06 
75 

+ 0.062 

+ 0.043 
90 58 65 
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JTWP Thin Wear Plate 

 

 
Standard Parts Available                                                                                      All dimensions in mm 

Standard No.  W  d  h  L  a  b  Sketch  

JTWP-18 50  

18 6.5 1.5 

50 

_  

20 

A JTWP-18 75  75 45 

JTWP-18 100  100 70 

JTWP-18 150  150 60 B 

JTWP-28 50  

28 

10 0.8 

50 

_  

20 

A JTWP-28 75  75 45 

JTWP-28 100  100 70 

JTWP-28 150  150 60 B 

JTWP-38 50  

38 

50 

_  

20 

A JTWP-38 75  75 45 

JTWP-38 100  100 70 

JTWP-38 150  150 60 B 

JTWP-48 75  

48 

75 

_  

45 

A JTWP-48 100  100 70 

JTWP-48 125  125 95 

JTWP-48 150  150 60 B 

JTWP-75 75  

75 

75 

45 

45 

C JTWP-75 100  100 70 

JTWP-75 125  125 95 

JTWP-75 150  150 60 D  

JTWP-100 100  

100 

100 

70 

70 
C  

JTWP-100 125  125 95 

JTWP-100 150  150 60 D  
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JESW Oilless Wear Plate 

 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No W L W1 L1 Sketch 

JESW-28*75 

28 

75 

- 

45 

A 

JESW-28*100 100 50 

JESW-28*150 150 100 

JESW-38*75 

38 

75 

- 

45 

JESW-38*100 100 50 

JESW-38*150 150 100 

JESW-48*75 

48 

75 

- 

45 

JESW-48*100 100 50 

JESW-48*125 125 75 

JESW-48*150 150 100 

JESW-48*200 200 150 

JESW-58*75 

58 

75 

- 

45 

JESW-58*100 100 50 

JESW-58*150 150 100 

JESW-75*75 

75 

75 

- 

25 

JESW-75*100 100 50 

JESW-75*125 125 75 

JESW-75*150 150 100 

JESW-75*200 200 150 

JESW-100*100 

100 

100 

50 

50  

 

 

 

 

B 

 

 

 

17/24

JESW-100*125 125 75 

JESW-100*150 150 100 

JESW-100*200 200 150 

JESW-100*250 250 200 

JESW-100*300 300 200 

JESW-125*125 

125 

125 

50 

75 

JESW-125*150 150 100 

JESW-125*200 200 150 

JESW-125*250 250 200 



JESW-125*300 300 200 

JESW-125*350 350 200 

JESW-150*150 

150 

150 

100 

100 

JESW-150*200 200 150 

JESW-150*250 250 200 

 

 

 

 

JSPW Cam Stroke Plate 

 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No W L T I a b 

JSPW-75*130 

75 

130 30 95 

40 

50 

JSPW-75*150 150 45 
90 45 

JSPW-75*170 170 
60 

JSPW-75*200 200 120 75 

JSPW-100*130 

100 

130 30 95 

60 

50 

JSPW-100*150 150 45 
90 45 

JSPW-100*170 170 
60 

JSPW-100*200 200 120 75 

JSPW-125*130 

125 

130 30 95 

85 

50 

JSPW-125*150 150 45 
90 45 

JSPW-125*170 170 
60 

JSPW-125*200 200 120 75 

JSPW-150*130 

150 

130 30 95 

110 

50 

JSPW-150*150 150 45 
90 45 

JSPW-150*170 170 
60 

JSPW-150*200 200 120 75 
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JSL-SLP L Type Plate 

 
Standard Parts Available                                                                                      All dimensions in mm 

Standard No W L 
Bolt Location Bolt  

Sketch 
a b c d Type Q'ty 

JSL-20*100 

20 

100 60 - - - 

M8 

2 

A JSL-20*150 150 55 55 - - 3 

JSL-20*200 200 55 50 55 - 4 

JSL-30*100 

30 

100 60 - - - 

M10 

2 

B 
JSL-30*150 150 55 55 - - 3 

JSL-30*200 200 55 50 55 - 4 

JSL-30*250 250 70 70 70 - 4 

JSL-45*200 

45 

200 55 50 55 - 4 

C 
JSL-45*250 250 70 70 70 - 4 

JSL-45*300 300 65 65 65 65 5 

JSL-45*350 350 80 75 75 80 5 
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JGL-SLC Slide Core Guide Rail 
JGL 

 
JGLX 

 
 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No.  w  W1 L  H  H1 n  p  D  d  S  

JGL-100 30  

23 15 

100 

30 15 

2 

7.5 11 7 7 

JGL-160 30  160 3 

JGL-220 30  220 4 

JGL-100 41  100 

41 26 

2 

JGL-160 41  160 3 

JGL-220 41  220 4 

JGL-100 25  

28 20 

100 

25 10 

2 

10 18 11 13 

JGL-160 25  160 3 

JGL-220 25  220 4 

JGL-100 35  100 

35 15 

2 

JGL-160 35  160 3 

JGL-220 35  220 4 

JGL-100 56  100 

56 26 

2 

10 14 9 10 JGL-160 56  160 3 

JGL-220 56  220 4 
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JSB-SLI Slide block / Oilles guide rail 
 
 
 
 
 
 
 

JSB 
 
 
 
 
 
 

 
JOVL 

 

  
Standard Parts Available                                                                                      All dimensions in mm 

Standard No A 
+ 0.03 

B H 
0 

JSP-30*330 30 50 40 

JSP-40*330 40 60 50 

JSP-55*330 55 75 50 

Standard No A B C D E 

JOVL-0*205 12 5 15 

5 

6 

JOVL-1*205 
17 

7 20 7.5 
JOVL-1*320 

JOVL-2*205 
22 

JOVL-2*320 

JOVL-3*205 
27 

10 28 8 11 

JOVL-3*320 

JOVL-4*205 
36 

JOVL-4*320 

JOVL-5*205 
46 

JOVL-5*320 

JOVL-6*205 66 
22 

40 12 14 
JOVL-6*320 -56 

JOVL-7*205 86 
26 

JOVL-7*320 -76 
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JCBS Cam Bottom Guide Plate 

 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No L H E F G a p1 
Bolt 

b p2 
n 

JCBS-100 100 

35 18 15 8 

20 60 2 40 20 

JCBS-150 150 

25 50 

3 

50 

50 

JCBS-200 200 4 100 

JCBS-250 250 5 150 

JCBS 300 6 200 

 

JCBSP Cam Bottom Guide Plate 

 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No L H E G a P1 
Bolt 

n 
b P2 

JCBSP-100 100 

47 44 20 

20 60 2 40 20 

JCBSP-150 150 

25 50 

3 

50 

50 

JCBSP-200 200 4 100 

JCBSP-250 250 5 150 

JCBSP-300 300 6 200 
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JDBS Oilless Spherical Plain Bearing 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No 
Dimension Aligning angle

Type 
Φd ΦD B C ΦG r b a ° 

JDBS-015 15 26 12 9 22 

R0.5 

4 

8 

A 

JDBS-020 20 32 16 14 28 4 

JDBS-025 25 42 21 18 36 5 

JDBS-030 30 50 27 23 44 

R1 

6 

JDBS-035 35 55 30 26 49 5 

JDBS-040 40 62 33 28 55 6 

JDBS-050 50 80 42 36 70 5 

JDBS-060 60 100 53 45 90 6 

JDBS-070 70 110 58 50 99 5 

JDBS-080 80 130 70 60 115 6 

JDBS-090 90 140 76 65 125 6 

JDBS-100 100 160 88 75 145 6 B 
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HGB250 Oilless Guide Bushing 

Standard Parts Available                                                                                      All dimensions in mm 

Standard No Specification  ΦF ΦD Φd H L ΦC ΦE ΦG K 

HGB-30 90/50*30*50 90 50 30 20 50 70 11 17.5 10.8 

HGB-250-40 100/60*40*65 100 60 40 20 65 80 11 17.5 10.8 

HGB-250-50 125/75*50*80 125 75 50 20 80 100 11 17.5 10.8 

HGB-250-80 135/85*60*100 135 85 60 20 100 110 11 17.5 10.8 

HGB-250-80 170/110*80*130 170 110 80 25 130 140 14 20 13 

HGB-250-100 190/130*100*160 190 130 100 25 160 160 14 20 13 
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■ Design Idea 

 

 

CLI  #500SP  Solid lubricant Bushing use high grade metal alloys as their base material and have finely finished 
surface with holes in which a specially formulated solid lubricant is embedded. The lubricant cover up to 25-30% of 
the working surface. During operation the lubricant film is deposited automatically over the complete moving surface.
 

■ Features 

 

1. Able to work for long time under none-oil lubricating Conditions. 

2. More suitable for heavy-duty and low-speed working conditions, with 

excellent anti-abrasion performance and abrasion coefficient. 

3. Suitable to be used in applications where rotary, back-and-forth and 

intermittent movements prevail 

4. Featured in anti-corrosion and chemical resistance. 

5. Suitable to be used in a scope between -40 ~+300 ℃. 

6. Maintenance free, with long Service time. 

 

■ Applications 
1. Use for high load low speed and self-lub. like dam gate and water gate bushes, hydraulic turbine bushes etc. 

2. Use for high temp. such as iron and steel factory machines and so on. 

3. Automobile production, like assembly lines, press lines, conveyor lines and so on. 

4. Heavy duty machineries like steel rolling mills, injection machines, press dies etc. 

5. And any others like chemical machines, food processing machines, paper mills, textile machines etc. 

 



 
 
 
 
 
 


