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Bi-metal Bearings & Bushings
CLIINDUSTRIALCO, ITD, Bi-meial Bearings & Bushings

ISO 9001:2000 Standardized
Sliding Bearing Factory

m CLI Bi-metal Bearings
Bimetal bearings are based on high quality, low-carbon steel as its backing and sintered with lead, tin and bronze alloy or rolled with aluminum and tin
alloy as its sliding layer.

m Production process flow

T RiN EEE EEE BRRE

strip Lrnp:ln:'king sntering Wrapup
. | / ( .

Cutting Pre-shaping Wrap Chamfering OD-processing ID-processing

- ¢ )
y : 3 - Q ) ¢ /
rE P D U it
- : @ @ O ,
s - s
Cutting Pre-shaping Wrap Welding  Machine work
m Types of splits

RN

—{— O -

VAN AR ALY

m Types of oil grooves & oil holes

m Dimensions & Tolerance

Se
o5
N

i E0.at0

|
% % 7Bk

Basic Dimensions O.D. I.D. Housing Dia Shaft Dia
mm mm mm DH dj

10~18 0.1 +0.0430 +0.018 0 -0.05



18~30

30~50

50~80
80~120
120~180

Basic Dimensions
@d
8~18
18~25
25~40
40~150

0.11
0.13
0.155
0.19
0.27

Wall Thickness
SB
10-0.04
1.5 0-0.045
20-0.05
2.50-0.06

m Carbon steel based, bronze alloy materials

Chemical element JF800
CuPb10Sn10
Cu balance
Pb 9.0-11.0
Sn 9.0-11.0
Zn 0.5
P 0.1
Fe 0.7
Ni 0.5
Sb 0.2
Al -
Si -
Mn -
Ti -
Other 0.5

m Aluminum, bronze alloy materials

Chemical

element AISn20Cu
Al balance
Cu 0.7-1.3
Sn 17.5-22.5
Ni 0.1
Si
Ee >1
Mn
Ti 0.2
Pb /
Zn /
Mg /

Other 0.5

JF810
CuPb24Sn4
balance
19.0-27.0
3.0-45
0.5
0.1
0.7
0.5
0.2

0.5

Alsn12Si2.5Pb1.7
balance
0.4-1.3
10.0-14.0
0.1
/
1.8-3.5
0.35

0.1

1.0-2.5

0.5

+0.052 0
+0.062 0
+0.074 0
+0.087 0
+0.100

Alloy Code & Chemical Composition (%)

JF820

CuPb24Sn
balance

19.0-27.0

0.2-0.6
0.5
0.1
0.7
0.5
0.2

0.5

+0.021 0 -0.061
+0.0250 -0.075
+0.0300 -0.09
+0.0350 -0.107
+0.040 0 -0.126
Chamfer
f1 f2
0.6+0.4 max 0.4
0.6+0.4 0.410.3
1.2+0.4 0.410.3
1.8+0.4 0.60.4
JF830 JF840 JF850
AISn20Cu CuPb30 CuSn6.5P0.1
0.7-1.3 balance rest
17.5-22.5 26.0-33.0 -
- 0.5 6-7
= 0.5 =
- 0.1 0.1-0.25
<07 0.7 -
<01 0.5 -
- 0.2 -
rest = =
<07 = =
<07 = =
<0.2 = =
<05 0.5 < 05

Chemical Composition

AISn6Cu
balance
0.7-1.3
5.5-7.0

1.3

>1

0.2

0.5

AISi11Cu
balance
0.7-1.3

0.2
0.1
10.0-12.0
0.3
0.1
0.1
/

/

/

0.3

AlZn5Si1.5Cu1Pb1Mg
balance
0.8-1.2

0.2
0.2
1.0-2.0
0.6
0.3
0.2
0.7-1.3
4.4-55
0.6
0.4



CLI INDUSTRIAL CO., LTD.

ISO 9001:2000 Standardized
Sliding Bearing Factory

m The main applications are in Automotive and Industrial products.

Automotive: McPherson struts and shock absorbers, doors, bonnets and tailgate hinges, steering columns, clutches, gearbox selector fork guides,

wiper arms, power steering pumps, pedal bushes, ABS equipment, etc.

Industrial: Aerospace, agricultural equipment, construction equipment, material handling equipment, forming machines-metal, plastic and rubber,
office equipment, medical and scientific equipment, packaging equipment, pneumatic and hydraulic cylinders, pumps and motors, railroad and

tramways, textile machinery, valves, etc.

Bimetal Bushings * applications for

King pin, Spring eyes, Trunion, Piston pin, Rocker arm, Connecting rod,
Transmission system, Distributor, Clutch, pilot, Starter, Generator, Oil
pump, gear pump, Water pump, Cam shaft, Intermediate shaft, Balance

shaft.

Bimetal Washers ’* applications for
Main bearing, Cam shaft, Crank shaft, Distributor, Transmission

system, Oil pump, Ram pump, vane pump and other applications

Engine Bearings ' application for

Cam shaft, Crank (main), Con. Rod (big end) and other applications of

engine bearing.




JF800
SAE797

JF800G
SAE797

JF810
SAE799

JF820
SAE49

JF830
SAE783

JF840
SAE48

JF850

JF860

JF800 Bi-metal Bearing / CuPb10Sn10 Alloy

Steel-lead-bronze-compound material
Steel backing with copper- coating + CuPb10Sn10
Self-lubricating & Maintenance-free

JF800G Bi-metal Bearing / CuPb10Sn10 Alloy with Graphite

Steel-lead-bronze-compound material
Steel backing with copper- coating + CuPb10Sn10 + graphite
Self-lubricating & Maintenance-free

JF810 Bi-metal Bearing / CuPb24Sn4 Alloy

Steel-lead-bronze-compound material
Steel backing with copper -coating + CuPb24Sn4
Self-lubricating & Maintenance-free

JF820 Bi-metal Bearing / CuPb24Sn Alloy

Steel-lead-bronze-compound material
Steel backing with copper- coating + CuPb24Sn
Low-maintenance

JF830 Bi-metal Bearing / AISn20Cu Alloy

Steel-aluminum-tin-bronze-compound material
Steel backing with tin-coating + AISn20Cu
Low-maintenance

JF840 Bi-metal Bearing / CuPb30 Alloy

Steel-lead-bronze-compound material
Steel backing with copper- coating + CuPb30
Low-maintenance

JF850 Bi-metal Bearing / CuSn6.5P0.1 Alloy

Steel-lead-bronze-compound material
Steel backing with copper- coating + CuSn6.5P0.1
Low-maintenance

JF850 Bi-metal Bearing / Aluminum-Base Alloy

Steel-lead-bronze-compound material
Steel backing with tin - coating + aluminum alloy

Low-maintenance

10/20

11/20

12/20




CLIINDUSTRIAL GO, ITp. Bi-mefal Bearings & Bushings

ISO 9001:2000 Standardized
Sliding Bearing Factory

e Product Code: JF800 Bimetallic Bearings, Alloy: CuPb10Sn10

e Descriptions

Material: Steel backing with copper coating + bronze alloy (CuPb10Sn10) sinter layer

Steel-lead-bronze-compound material

Self-lubricating & Maintenance-free

e Features

1. JF800 Bimetallic Bearing’s steel-bronze-compound material with indents as
reservoir for the grease.

2. JF800 Bimetallic Bearings has high load capacity, very good resistance to fatigue
strength at higher temperatures.

3. JF800 Bimetallic Bearings is applicable in rough operation conditions.

4. JF800 Bimetallic Bearings is particularly suitable for high specific loads with
oscillating motion and low frequency
5. JF800 Bimetallic Bearings is low-maintenance.
o JF800 Alloy Code & Corresponding International Code
Product Code Alloy Code Alloy Hardness Corresponding International Code
DIN-CuPb10Sn, SAE-797, JIS-LBC3, GGB-SY, GLYCO-66,
FEDERAL MOGUL-HF2, DAIDO-L10, ACL-F100

JF800 CuPb10Sn10 69-90 HB

e JF800 Alloy CuPb10Sn10 Chemical Composition ( % )

Alloy Code Cu Pb Sn Zn P Ee Ni Sb other

CuPb10Sn10 rest =1 9~11 <05 < 0.1 <07 <05 <02 <05
e Physical and Mechanical Properties o Usage
Maximum Operating Temperature Tmax-greased 150 °C dry poor
Maximum Operating Temperature Tmax-oil lubricated 250 °C oil lubricated good
Minimum Operating Temperature Tmin -40 °C grease lubricated very good
Maximum Static Load Psta,max 300 N/mm2 water lubricated poor
Maximum Dynamic Load Pdyn,max 140 N/mm2 process fluid lubricated poor
Maximum Sliding Speed V-greased 2.5 N/mm2 * m/s
Maximum PV Factor-greased 2.8 N/mm2 * m/s
Coefficient of friction f-greased 0.05-0.12
Coefficient of friction f-oil lubricated 0.04-0.12

e Possible Applications

Industrial: Mechanical handling and lifting equipment, hydraulic cylinders, agricultural equipment, off highway equipment.

e Standard parts available

Cylindrical Bush  Flanged Bush Thrust Washer Plate

Plant Add: Dayun Industrial Zone, Jia Shan City, www.cll-indusirlal.com

Zhejiang Province, P.R. China. C t t u www.clibearings.com
Office Add: Room 405, No. 49 Huaishu Street, on a s sales@cli-industrial.com
5 Gelibe arngs.com

Chengdu, 610031 P.R. China.




CLI INDUSTRIAL €O, [Tp, | Bi-mefal Bearings & Bushings

ISO 9001:2000 Standardized u JF 7 ] SAE797
Sliding Bearing Factory

e Product Code: JF800G Bimetallic Bearings, Alloy: CuPb10Sn10, With graphite
o Descriptions
Material: Steel backing with copper coating + bronze alloy (CuPb10Sn10) sinter layer + Graphite
Steel-lead-bronze-compound material
Self-lubricating & Maintenance-free
o Features
1. JF800G Bimetallic Bearing’s steel-bronze-compound material with indents as
reservoir for the grease.
2. JF800G Bimetallic Bearings has high load capacity, very good resistance to
fatigue strength at higher temperatures.

3. JF800G Bimetallic Bearings is applicable in rough operation conditions.

4. JF800G Bimetallic Bearings is particularly suitable for high specific loads with
oscillating motion and low frequency.
5. JF800G Bimetallic Bearings is low-maintenance.
o JF800 Alloy Code & Corresponding International Code
Product Code Alloy Code Alloy Hardness Corresponding International Code
DIN-CuPb10Sn, SAE-797, JIS-LBC3, GGB-SY, GLYCO-66,
FEDERAL MOGUL-HF2, DAIDO-L10, ACL-F100

JF800 CuPb10Sn10 69-90 HB

o JF800 Alloy CuPb10Sn10 Chemical Composition ( % )

Alloy Code Cu Pb Sn Zn P Fe Ni Sb other

CuPb10Sn10 rest 9~11 9~11 <05 <0.1 <0.7 <05 <02 <05
e Physical and Mechanical Properties e Usage
Maximum Operating Temperature Tmax-greased 150 °C dry poor
Maximum Operating Temperature Tmax-oil lubricated 250 °C oil lubricated good
Minimum Operating Temperature Tmin -40 °C grease lubricated very good
Maximum Static Load Psta,max 300 N/mm2 water lubricated poor
Maximum Dynamic Load Pdyn,max 140 N/mm2 process fluid lubricated poor
Maximum Sliding Speed V-greased 2.5 N/mm2 * m/s
Maximum PV Factor-greased 2.8 N/mm2 * m/s
Coefficient of friction f-greased 0.05-0.12
Coefficient of friction f-oil lubricated 0.04-0.12

e Possible Applications
Industrial: Mechanical handling and lifting equipment, hydraulic cylinders, agricultural equipment, off highway equipment.
e Standard parts available

o
S,

Cylindrical Bush  Flanged Bush Thrust Washer Plate

Plant Add: Dayun Industrial Zone, Jia Shan City, www.cll-indusirlal.com

Thejiang Province, P.R. China. C t t u www.cllbearings.com
on a s salesZcli-indusirial.com

Office Add: Room 405, No. 47 Huaishu Street,

Chengdu, 410031 P.R. China. sales@clibearings.com




CLIINDUSTRIAL GO, ITp. Bi-mefal Bearings & Bushings

ISO 9001:2000 Standardized
Sliding Bearing Factory

e Product Code: JF810 Bimetallic Bearings, Alloy: CuPb24Sn4

e Descriptions

Material: Steel backing with copper coating + bronze alloy (CuPb24Sn4) sinter layer
Steel-lead-bronze-compound material

Self-lubricating & Maintenance-free

e Features

1. JF810 Bimetallic Bearing’s plain sliding layer is for lubricated applications.
2. JF810 Bimetallic Bearings is suitable for oil and grease lubrication.

3. JF810 Bimetallic Bearing’s inner diameter can be machined by boring, reaming,

broaching or calibrating.
o JF810 Alloy Code & Corresponding International Code
Product Code Alloy Code Alloy Hardness Corresponding International Code
JF810 CuPb24Sn4 45-70 HB SAE-799, JIS-LBC6, GLYCO-68, DAIDO-L23, ACL-F250

o JF810 Alloy CuPb24Sn4 Chemical Composition ( % )

Alloy Code Cu Pb Sn Zn P Fe Ni Sb other
CuPb24Sn4 rest 21-27 3-4.5 <05 <0.1 <07 <05 <02 <05
e Physical and Mechanical Properties e Usage
Maximum Operating Temperature Tmax-greased 150 °C dry poor
Maximum Operating Temperature Tmax-oil lubricated 250 °C oil lubricated good
Minimum Operating Temperature Tmin -50 °C grease lubricated good
Maximum Static Load Psta,max 250 N/mm2 water lubricated poor
Maximum Dynamic Load Pdyn,max 120 N/mm2 process fluid lubricated poor
Tensile Strength 150 N/mm2
Maximum Sliding Speed V-greased 25 N/mm2 * m/s
Maximum PV Factor-greased 2.8 N/mm2 * m/s
Coefficient of friction f-greased 0.05-0.12
Coefficient of friction f-oil lubricated 0.04-0.12

e Possible Applications
Industrial: Mechanical handling and lifting equipment, hydraulic cylinders, agricultural equipment, off highway equipment.

e Standard parts available

Cylindrical Bush Flanged Bush Thrust Washer Plate

Plant Add: Dayun Industrial Zone, Jia Shan City, www.cll-industrial.com

Zhejiang Province, P.R. China. C t t u www.cllbearings.com
Office Add: Room 405, No. 47 Huaishu Street, on a s sales@cli-indusirial.com
§ libe arfngs.com

Chengdu, 610031 P.R. China.




CLIINDUSTRIAL €O, LT, Bi-mefal Bearings & Bushings

ISO 9001:2000 Standardized
Sliding Bearing Factory

e Product Code: JF820 Bimetallic Bearings, Alloy: CuPb24Sn

e Descriptions

Material: Steel backing with copper coating + bronze alloy (CuPb24Sn) sinter layer
Steel-lead-bronze-compound material

Low-maintenance

e Features

1. JF820 Bimetallic Bearing’s plain sliding layer is for lubricated applications.

2. JF820 Bimetallic Bearings is suitable for oil and grease lubrication.

3. JF820 Bimetallic Bearing’s inner diameter can be machined by boring, reaming,

broaching or calibrating.

o JF820 Alloy Code & Corresponding International Code
Product Code Alloy Code Alloy Hardness Corresponding International Code
JF820 CuPb24Sn 40-60 HB SAE-49, ACL-F780
o JF820 Alloy CuPb24Sn Chemical Composition ( % )

Product Code Cu Pb Sn Zn P Fe Ni Sb other
CuPb24Sn rest 19-27 0.6-2 <05 <0.1 <07 <05 <02 <0.

e Physical and Mechanical Properties e Usage
Maximum Operating Temperature Tmax-greased 150 °C dry poor
Maximum Operating Temperature Tmax-oil lubricated 250 °C oil lubricated good
Minimum Operating Temperature Tmin -50 °C grease lubricated good
Maximum Static Load Psta,max 250 N/mm2 water lubricated poor
Maximum Dynamic Load Pdyn,max 120 N/mm?2 process fluid lubricated poor
Tensile Strength 170 N/mm2
Maximum Sliding Speed V-greased 25 N/mm2 * m/s
Maximum PV Factor-greased 2.8 N/mm2 * m/s
Coefficient of friction f-greased 0.05-0.12
Coefficient of friction f-oil lubricated 0.04-0.12

e Possible Applications
Mechanical handling and lifting equipment, machine slides, hydraulic cylinders, hydraulic motors, pneumatic equipment, medical equipment,
textile machinery, agricultural equipment etc.

e Standard parts available

Cylindrical Bush  Flanged Bush Thrust Washer Plate

Plant Add: Dayun Industrial Zone, Jia Shan City, www.cll-industrial.com

Zhejiang Province, P.R. China. Con ta t us www.cllbearings.com

Office Add: Room 405, No. 4% Huaishu Street,

Chengdu, 410031 P.R. China.




CLI INDUSTRIAL CO., LTD.

ISO 9001:2000 Standardized
Sliding Bearing Factory

e Product Code: JF830 Bimetallic Bearings, Alloy: AISn20Cu

e Descriptions

Bi-metal Bearings

E4%

Aluminum

Material:  Steel backing with tin-coating + bronze alloy ( AISn20Cu ) sinter layer

Low-maintenance

o Features

£ =)
e

Steel-aluminum-tin-bronze-compound material

1. JF830 Bimetallic Bearings has medium fatigue strength and load capacity.

2. JF830 Bimetallic Bearings has good corrosion resistance.

3. JF830 Bimetallic Bearings has good sliding properties.

o JF830 Alloy Code & Corresponding International Code

Product Code Alloy Code Alloy Hardness

JF830 AISn20Cu 30-40 HB

o JF830 Alloy AISn20Cu Chemical Composition ( % )
Alloy Code Cu Pb Ee Ni
AISn20Cu

0.7-1.3 17.5-22.5 <07 <01

e Physical and Mechanical Properties

Maximum Operating Temperature Tmax 150
Maximum Load Pmax 150
Tensile Strength 100
Maximum Sliding Speed V-oil lubricated 200
Maximum PV Factor-oil lubricated 25
Coefficient of friction f-oil lubricated 6

Maximum Sliding Speed V-greased 0.08-0.17
e Possible Applications
Internal combustion engine, air press machine and refrigerator.

e Standard parts available

.

F o = S
Q‘\ : .
- . _
Cylindrical Bush Thrust Washer Plate

Plant Add: Dayun Industrial Zone, Jia Shan City,
Ihejiang Province, P.R. China.
Office Add: Room 405, No. 4% Huaishu Street,

Chengdu, 610031 P.R. China.

Corresponding International Code

SAE-783, JIS-AJL,GLYCO-74, ACL-F820

Al Si Mn Ti other
rest <07 <0.7 <0.2 <05
e Usage

°C dry poor
°C oil lubricated good
N/mm2 grease lubricated good
N/mm2 water lubricated poor
m/s process fluid lubricated poor
N/mm2 * m/s

www.cll-industrial.com

www.clibearings.com

Contat Us




CLIINDUSTRIAL GO, ITp. Bi-mefal Bearings & Bushings

ISO 9001:2000 Standardized
Sliding Bearing Factory

o Product Code: JF840 Bimetallic Bearings, Alloy: CuPb30

e Descriptions

Material:  Steel backing with copper coating + bronze alloy (CuPb30) sinter layer
Steel-lead-bronze-compound material

Low-maintenance

o Features

1. JF840 Bimetallic Bearings has medium fatigue strength and load capacity.
2. JF840 Bimetallic Bearings has good corrosion resistance.
3. JF840 Bimetallic Bearings has good sliding properties.

4. JF840 Bimetallic Bearing’s alloy layer can hide the impurities in working condition.

o JF840 Alloy Code & Corresponding International Code
Product Code Alloy Code Alloy Hardness Corresponding International Code
JF840 CuPb30 30-45 HB SAE-48, JIS-KJ3
o JF840 Alloy CuPb30 Chemical Composition ( % )

Alloy Code Cu Pb Sn Zn P Fe Ni Sb other
CuPb30 rest 26-33 <05 <05 <0.1 <07 <05 <02 <05
e Physical and Mechanical Properties e Usage
Maximum Operating Temperature Tmax 280 °C dry poor
Maximum Load Pmax 120 N/mm2 oil lubricated good
Tensile Strength 200 N/mm2 grease lubricated good
Maximum Sliding Speed V-oil lubricated 15 m/s water lubricated poor
process fluid
Maximum PV Factor-greased 25 N/mm2 * m/s poor
lubricated
Maximum PV Factor-oil lubricated 8 N/mm2 * m/s
Coefficient of friction f-oil lubricated 0.08-0.16

e Possible Applications
Main shaft of internal combustion engine and connecting rod.

e Standard parts available

Cylindrical Bush  Flanged Bush Thrust Washer Plate

Plant Add: Dayun Industrial Zone, Jia Shan City, www.cll-industrial.com

Zhejiang Province, P.R. China. Con ta t us www.cllbearings.com
Office Add: Room 405, No. 47 Huaishu Street, li-industrial.com
Chengdu, 410031 P.R. China. ; Belibearings.com




CLIINDUSTRIAL €O, LT, Bi-mefal Bearings & Bushings

ISO 9001:2000 Standardized
Sliding Bearing Factory

e Product Code: JF850 Bimetallic Bearings, Alloy: CuSn6.5P0.1

e Descriptions

Material: Steel backing with copper coating + bronze alloy (CuSn6.5P0.1) sinter layer
Steel-lead-bronze-compound material

Low-maintenance

Lead Free

o Features

1. JF850 Bimetallic Bearings has high fatigue strength and load capacity.
2. JF850 Bimetallic Bearings has good sliding properties.

3. JF850 Bimetallic Bearings is lead free.

o JF850 Alloy Code & Corresponding International Code
Product Code Alloy Code Alloy Hardness
JF850 CuSn6.5P0.1 60-90 HB
o JF850 Alloy CuSn6.5P0.1 Chemical Composition ( % )

Alloy Code Cu Sn P other
CuSn6.5P0.1 rest 6-7 0.1-0.25 < 05
e Physical and Mechanical Properties e Usage

Maximum Operating Temperature Tmax 200 °C dry poor
Maximum Load Pmax 150 N/mm2 oil lubricated good
Tensile Strength 185 N/mm2 grease lubricated good
Maximum Sliding Speed V-oil lubricated 5 m/s water lubricated poor
Maximum PV Factor-greased 2.8 N/mm2 * m/s process fluid lubricated poor
Maximum PV Factor-oil lubricated 10 N/mm2 * m/s
Coefficient of friction f-oil lubricated 0.06-0.16

e Possible Applications
Mechanical handling and lifting equipment, hydraulic cylinders, agricultural equipment, off highway equipment.

e Standard parts available

Cylindrical Bush Flanged Bush Thrust Washer Plate

Plant Add: Dayun Industrial Zone, Jia Shan City, www.cll-indusirlal.com

Zhejiang Province, P.R. China. Con ta t us www.clibearings.com
li-industrial.com

Office Add: Room 405, No. 49 Huaishu Street,
Chengdu, 410031 P.R. China.

Gclibearings.com




CLIINDUSTRIAL GO, ITp. Bi-mefal Bearings & Bushings

ISO 9001:2000 Standardized
Sliding Bearing Factory

e JF860 Aluminum-Base Alloy Chemical Composition

Chemical Composition
Chemical element

AISn20Cu Alsn12Si2.5Pb1.7 AISn6Cu AISi11Cu AlZn5Si1.5Cu1Pb1Mg
Al balance balance balance balance balance
Cu 0.7-1.3 0.4-1.3 0.7-1.3 0.7-1.3 0.8-1.2
Sn 17.5-22.5 10.0-14.0 5.5-7.0 0.2 0.2
Ni 0.1 0.1 1.3 0.1 0.2
Si / 10.0-12.0 1.0-2.0
Fe >1 1.8-3.5 >1 0.3 0.6
Mn 0.35 0.1 0.3
Ti 0.2 0.1 0.2 0.1 0.2
Pb / 1.0-2.5 / / 0.7-1.3
Zn / / / / 4.4-55
Mg / / / / 0.6
Other 0.5 0.5 0.5 0.3 0.4

e Possible Applications

Automotive:

McPherson struts and shock absorbers, doors, bonnets and tailgate hinges, steering columns, clutches, gearbox selector

fork guides, wiper arms, power steering pumps, pedal bushes, ABS equipment, etc.

Industrial:

Aerospace, agricultural equipment, construction equipment, material handling equipment, forming machines-metal, plastic and
rubber, office equipment, medical and scientific equipment, packaging equipment, pneumatic and hydraulic cylinders, pumps and
motors, railroad and tramways, textile machinery, valves, etc.

e Standard parts available

Cylindrical Bush Thrust Washer Plate

Plant Add: Dayun Industrial Zone, Jia Shan City, www.cll-indusirlal.com

Zhejiang Province, P.R. China. Con ta t us www.cllbearngs.com
Office Add: Room 405, No. 47 Huaishu Street, li-industrial.com
Chengdu, §10031 P.R. China. sales@clibearings.com




CLI INDUSTRIAL CO., LTD. Bi-metal Bearings & Bushings

ISO 9001:2000 Standardized u JFB00-SAE797 m JFB00G-SAE7S7 m JFB10-SAE799 u JFB20-SAE49
Sliding Bearing Factory u JF830-SAE783 = JF840-SAE48 u JFB50-CuSNé6.5P0.1 m JFB60 Aluminum

Bimetal JFC Cylindrical Bush
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Product No.
mm mm mm mm
JFC 1010 10
JFC 1015 10 15
JFC 1020 20
JFC 1210 12 10
JFC 1215 15
12
JFC 1220 20
JFC 1225 25
JFC 1410 10
JFC 1415 15
14 16
JFC 1420 20
JFC 1425 25
JFC 1510 10
JFC 1515 15
15 17
JFC 1520 20 4
JFC 1525 25
JFC 1610 10
JFC 1615 15
16 18
JFC 1620 20
JFC 1625 25
JFC 1815 15
JFC 1820 18 20 20
JFC 1825 25
JFC 2010 10
JFC 2015 15
JFC 2020 20 23 20
JFC 2025 25
JFC 2030 30
JFC 2215 15
JFC 2220 22 25 20

JFC 2225 25 14/20



JFC 2230
JFC 2515
JFC 2520
JFC 2525
JFC 2530
JFC 2815
JFC 2820
JFC 2825
JFC 2830
JFC 3015
JFC 3020
JFC 3025
JFC 3030
JFC 3040
JFC 3220
JFC 3230
JFC 3240
JFC 3520
JFC 3530
JFC 3535
JFC 3540
JFC 3550
JFC 4020
JFC 4030
JFC 4040
JFC 4050
JFC 4530
JFC 4540
JFC 4545
JFC 4550
JFC 5030
JFC 5040
JFC 5050
JFC 5060
JFC 5540
JFC 5550
JFC 5560
JFC 6030
JFC 6040
JFC 6060
JFC 6530
JFC 6550
JFC 6570
JFC 7040
JFC 7050
JFC 7070
JFC 7560

25

28

30

32

35

40

45

50

55

60

65

70

75

28

32

34

36

39

44

50

55

60

65

70

75

80

30
15
20
25
30
15
20
25
30
15
20
25
30
40
20
30
40
20
30
35
40
50
20
30
40
50
30
40
45
50
30
40
50
60
40
50
60
30
40
60
30
50
70
40
50
70
60



JFC 7580
JFC 8060
JFC 80100
JFC 8530
JFC 8560
JFC 85100
JFC 9060
JFC 90100
JFC 9560
JFC 95100
JFC 10060
JFC 100115
JFC 10560
JFC 105115
JFC 11060
JFC 110115
JFC 11550
JFC 11570
JFC 12050
JFC 12060
JFC 120110
JFC 125100
JFC 13060
JFC 130100
JFC 13560
JFC 13580
JFC 14060
JFC 140100
JFC 15060
JFC 15080
JFC 150100

80

85

90

95

100

105

110

115

120

125

130

135

140

145

Plant Add: Dayun Industrial Zone, Jia Shan City,

Ihejiang Province, P.R. China.
Office Add: Room 405, No. 4% Huaishu Street,

85

90

95

100

105

110

115

120

125

130

135

140

145

150

80
60
100
30
60
100
60
100
60
100
60
115
60
115
60
115
50
70
50
60
100
100
60
100
60
80
60
100
60
80
100

Contat Us

9.5

www.cll-industrial.com
www.cllbearings.com
salesZeli-indusirial.com

salesZclibearings.com

Chengdu, 410031 P.R. China.
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CLI INDUSTRIAL CO., LTD.

ISO 9001:2000 Standardized
Sliding Bearing Factory

Bimetal JFF Flanged Bush

- ¥
P R
] 1 L
0.5x 45"
4 :
| - o B ﬂ
Y o &
! o

Y AbmR
Magnified Y
|*-5“'1Z5°
A
?! R2
oz
Magnified Z
F-0.5 D +0.28 +0.20 d +0.20 +0.15 L 0-0.04 h B
Product No.

mm mm mm mm mm mm

JFF4040 60 46 40 3915 S5 &
JFF4035 62 47 40 85 B315) 5]

JFF4055 68 55 45 55 &5 5
JFF5040A 72 57 50 40 &5 &5
JFF5040B 70 57 50 40 &5 &5
JFF5050 70 57 50 50 35 35
JFF5460 92 60.6 54 60 35 3.8
JFF6053 83 67 60 5 35 35
JFF6060 87 67 60 60 5] 815
JFF6065 77 67 60 65 Si5) 815

JFF6060A 88 68 60 60 4 4

JFF6060B 87 68 60 60 4 4
JFF6465 102.6 70.4 63.5 65 S5 S5
JFF6473 103 70.8 63.8 73 S5 S5
JFF6553 85 72 65 53 &5 &5
JFF6564 87 72 65 64 &5 &5
JFF6575 108 72 65 75 &5 &5
JFF7060 93 77 70 60 35 35

JFF7090 108 80 70 90 5 5
JFF7560 100 82 75 60 35 35
JFF8060 105 87 80 68 Si5) 815
JFF8580 127 92 85 80 Si5) 815
JFF85103 128 92.6 85 103.5 Si5) 3.8
JFF89126 138 97.5 89.2 126.5 4.2 4.2

JFF95127 144 105 95 127 5 5



CLI INDUSTRIAL CO., LTD. Bi-metal Bearings & Bushings

ISO 9001:2000 Standardized = JFB00-SAE797 m JFB00G-SAE7S7 m JFB10-SAE799 u JFB20-SAE49
Sliding Bearing Factory u JF830-SAE783 = JF840-SAE48 u JFB50-CuSNé6.5P0.1 m JFB60 Aluminum

Bimetal JFW Thrust Washer

S&EE 043041
Bronze Alloy Side

X . Steel Backing
\‘ _ - g
- -]
d I:]].ZS Sr - H as
D- ?].25
@d +0.25 0 @D 0 -0.25 ST 0-0.05 ®J+0.12 ®h +0.4 +0.1
Product No.
mm mm mm mm mm

JFW10 12 24 18 1.5
JFW12 14 26 20
JFW14 16 30 22 2
JFW16 18 32 25
JFW18 20 36 28
JFW20 22 38 30

1.5 8
JFW22 24 42 33
JFW24 26 44 35
JFW25 28 48 38
JFW30 32 54 43
JFW35 38 62 50
JFW40 42 6.6 54 !
JFW45 48 74 61
JFW50 52 78 2 65

Plant Add: Dayun Industrial Zone, Jia Shan City, www.cll-industrial.com

Zhejiang Province, P.R. China. C t t u www.clibearings.com
Office Add: Room 405, No. 4% Huaishu Street, on a S sales@cli-indusirial.com

Chengdu, 410031 P.R. China. sales@clibearings.com
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CLI INDUSTRIAL CO., LTD. Bi-metal Bearings & Bushings

ISO 9001:2000 Standardized u JFB00-SAE797 = JFB00G-SAE797 n IFB10-SAE7%% = JFB20-SAE49
Sliding Bearing Factory m JF830-SAE783  m JF840-SAE48 = JF85( né6.5P0.1 = JF860 Aluminum

Bimetal JDP Series plate

SEE 04101
B All
OUOUOUOUDU ? ronze oy
O 0= 000 =
062620 °6%0 =
=
00N 02020
00 =00 =
OO O o o] o O o /
Eleras) L5 =
a2 = 2
o Z
=
Z
Steel Backing :;
Z
50 4" = Ss 8.0s
L+500 W+2.0 0 Ss 0 -0.05
Product No.
mm mm mm
JFP100125 1
JFP150125 1.5
500 125
JFP200125 2
JFP250125 25

Plant Add: Dayun Industrial Zone, Jia Shan City, www.cll-industrial.com

Zhejiang Province, P.R. China. Con ta t us www.cllbearings.com
Office Add: Room 405, No. 4% Huaishu Street, li-industrial.com

Chengdu, 610031 P.R. China. 5 libearings.com
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CLI Industrial Co., Ltd.

+ Plant Add: Dayun Industrial Zone, Jiashan City,
Zhejiang Province, China.

+ Company Add: Room 405, No.49 Huaishu Street,
Chengdu, 610013,China.

- Tel: 0086-28-86693910

- Fax: 0086-28-86250130

+ Email: sales(@cli-industrial.com

- Website: www.cli-industrial.com




